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CONTROL-BLE-620 BLUETOOTH CONTROLER

Advantage Lighting Solutions® - All Rights Reserved

Specifications are subject to change without notice        

Client:
Project:
Type: 
Quantity:

WIRELESS STANDARDS:		  5.0 Bluetooth Mesh

INPUT VOLTAGE:              		  12-24VDC, >50mA

OUTPUT VOLTAGE:              		  LED Max. 150VDC Max. 2A

CONTROL OUTPUT:            		  0-10V 

OPERATING TEMP:          		  -40°F ~ +158°F (-40°C ~ +70°C)

COMMISSIONING RANGE:		  50FT

BLUETOOTH RANGE: 		  100FT

WARRANTY:  			   5 years

IP RATING:    			   IP20

		                          	

WIRING DIAGRAM

DIMENSIONSSPECIFICATIONS

FEATURE

- Installation: Factory installed, 12V AUX power required 

- Commissioning: Wirelessly through ALS Control Mobile App (iOS / Android)

- Certification: DLC 5.1 Networked Lighting Control System

- Control: Dimming, High-End Trim, Zoning, Continuous Bi-level Dimming

- CCT Tuning: CCT Tuning feature for Dual/Multi-CCT LED board fixture only

- Sensor: Plug-N-Play with ALS Control sensors

- Zone Control: Zoning and Grouping control, Scheduling 

W

H

L

L H W

3.5”
(89mm)

0.43”
(11mm)

1.00”
(26mm)

Lead
Wire

Antenna
Wire

10.60”
(270mm)

10.60”
(270mm)

L

AC 120-277V
0-10V Dimming Driver

w/12V AUX Output

LED

To SENSOR

Antenna Wire

Reset

DIM+ (Purple)

NC12V+

W- (Blue)

C- (Brown)

LED+ (Red)

LED- (Black)

LED+ (Red)

DIM- / GND (Pink)

N

http://www.alslighting.us 
mailto:info%40alslighting.us%20?subject=

	Text Field 37: 
	Text Field 38: 
	Text Field 39: 
	Text Field 40: 


